Air lonizer Verification Record

lonizer Verification Sequence Number: 0 X . 084
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AszetiS0 & Manufacturar Madel: | Serial No. Calibration Date: | Calibration Due: Calibration By:
| 2517 Ton i A I g/elo7 2/ebx TP |
Assat/IS0 #: Manufacturer; Model: Serial No. Verification Date; | Verification Due: VEI'iﬁC@l By:
2805 Ton Ea4z £L17 G-19-0% {2 ~(2 -OF
Inspector: Location: Owner: Fail: Y/N ? Cleaned: Y/N 7 Adjusted: Y/N 7 Prior Sequence#
g 79l —
ik Do | "CI% g wd Bt T M v, %% M
p2 7 g i E i 1 s i tiERlﬁ;CﬂTmHmT‘ﬁ e \ T g ..I-_-... _.'; - I
HBM Sensitivity Level: 50V {from Table 1)
Fan controller setting: .rf-olﬂ-"' {High, Low, NA)
Distance of ionizer from the charge plate: Zalt
lonizer Float Potential Tolerance =0 VWde,  (from Table 1)
Measured Float Potential values recorded below,
1 2 2 4 5 | Comments:
£ e O Vi o Ve G Ve | B! e
|
lonizer Discharge Voltage Range: + 1000 Vde to <+ S0 Vde (from Table 1) |
lonizer Discharge Time Tolerance: < A0 seconds. (from Table 1)
Measured Discharge Time in second(s) and recorded values below.
1 (+1000 to +Vdc) | 2 (+1000 to +vdc) 3 (+1000 to +Wdc) 4 (+1000 to +\Wdc) 5 (+1000 to +Vdc) Commeants:
& sec sac SeC 580 28C
3 o 2.3 27 7.8
1(-1000 to Vde) | 2 (1000 to -vdc) 3 {-1000 to -Vdc) 4 (-1000 to Vdg) 5 (-1000 to -Vdc) Comments:
jl.g see iz sec 12.2 sEC i iR 58C -3 sac
Record any corrective action required to restored ionizer operation (cleaning, adjustment, replacement, etc.) |
If lonizer was replaced, indicate below the identification of replacement. '
Asset/ISO #: Manufacturer: Madel: Serial No.:
Sequence number for verification of replacement lonizer:
Record inspection schedule and rational for that schedule.




